
 

Технические характеристики  
ʄʘʨʢʘ  SD-0150 

ʊʠʧ ʧʦʣʠʤʝʨʘ ɸɹʉ 

ɸɹʉ ʠʩʧʦʣʴʟʫʝʪʩʷ ʜʣʷ ʧʠʰʫʱʠʭ ʤʘʰʠʥʦʢ ʠ ʵʣʝʢʪʨʠʯʝʩʢʠʭ ʯʘʩʪʝʡ. 
 

ʉʚʦʡʩʪʚʘ 
ʄʝʪʦʜ 

ʠʩʧʳʪʘʥʠʡ 

ʋʩʣʦʚʠʷ 

ʠʟʤʝʨʝʥʠʷ 

ɽʜʠʥʠʮʘ 

ʠʟʤʝʨʝʥʠʷ 
ɿʥʘʯʝʥʠʝ 

ʌʠʟʠʯʝʩʢʠʝ  

ʋʜʝʣʴʥʳʡ ʚʝʩ ASTM D792 
ʅʘʪʫʨʘʣʴʥʳʡ 

ʮʚʝʪ 
 1,04 

ʇʦʢʘʟʘʪʝʣʴ ʪʝʢʫʯʝʩʪʠ ʨʘʩʧʣʘʚʘ ASTM D1238 200ÁC, 5ʢʛ ʛ/10ʤʠʥ 2,5 

ʄʝʭʘʥʠʯʝʩʢʠʝ  

ʇʨʦʯʥʦʩʪʴ ʧʨʠ ʨʘʩʪʷʞʝʥʠʠ ʥʘ 

ʧʨʝʜʝʣʝ ʪʝʢʫʯʝʩʪʠ 
ASTM D638 5 ʤʤ/ʤʠʥ ʄʇʘ 41 

ʇʨʦʯʥʦʩʪʴ ʧʨʠ ʠʟʛʠʙʝ ASTM D790 2.8 ʤʤ/ʤʠʥ ʄʇʘ 62 

ʄʦʜʫʣʴ ʫʧʨʫʛʦʩʪʠ ʧʨʠ ʠʟʛʠʙʝ ASTM D790 2.8 ʤʤ/ʤʠʥ ʄʇʘ 2100 

ʋʜʘʨʥʘʷ ʚʷʟʢʦʩʪʴ ʧʦ ʀʟʦʜʫ  

(ʩ ʥʘʜʨʝʟʦʤ) 
ASTM D256 1/4" ʧʨʠ 23 ÜC ɼʞ/ʤ 200 

ʊʚʝʨʜʦʩʪʴ ʧʦ ʈʦʢʚʝʣʣʫ ASTM D785 R-ʰʢʘʣʘ - 109 

ʊʝʨʤʠʯʝʩʢʠʝ  

ʊʝʤʧʝʨʘʪʫʨʘ ʥʘʯʘʣʘ 

ʜʝʬʦʨʤʘʮʠʠ 
ASTM D648 18,6ʢʛʩ/ʩʤ2 ÜC 84 

ʊʝʤʧʝʨʘʪʫʨʘ ʨʘʟʤʷʛʯʝʥʠʷ ʧʦ 

ɺʠʢʘ 
ISO R306 ɺ/50  ÜC 98 

 


